
Solar Water Heaters



Solar Water Heater
A series

Solar Keymark certified
Mounting sets of 0-20-25-35⁰

High efficiency
High quality

Technical Data

A168 A169 A208 A228 A230 A308

Tank model SV160 SV160 SV200 SV200 SV200 SV300

Dimensions (mm) Ø580X1055 Ø580X1055 Ø580X1324 Ø580X1324 Ø580X1324 Ø580X1765

Net capacity (l) 152 152 198 198 198 282

Exchanger surface (m²) 0.87 0.87 1.24 1.24 1.24 1.94

Exchanger volume (l) 8.5 8.5 12.0 12.0 12.0 18.8

Internal protection Enamel 350-550μm thickness

Corrosion protection 2 mg anode Ø20X400 both easy to be replaced

Insulation Injected PU foam - 50mm thickness – 42kg/m³ density

Solar collector ARIS2004 ARIS2504 ARIS2004 ARIS2504 ARIS2004 ARIS2004 

Dimensions (mm) 1040X2040X89 1240X2040X89 1040X2040X89 1240X2040X89 1040X2040X89 1040X2040X89

Gross area (m²) 2.12 2.53 2.12 2.53 2.12 2.12

Aperture area (m²) 1.92 2.31 1.92 2.31 1.92 1.92

Absorber area (m²) 1.91 2.30 1.91 2.30 1.91 1.91

Frame Extruded aluminum 1,3mm thickness – painted

Back plate Al-Zn sheet 0,5mm thickness

Absorber Al high selective ALANOD Mirotherm – 0,5mm thickness

Absorption (%) 95

Emission (%) 5

Manifolds (Ø mm) 22

Risers (Ø mm – Nr) Ø8 – 9pcs Ø8 – 11pcs Ø8 – 9pcs Ø8 – 11pcs Ø8 – 9pcs Ø8 – 9pcs

Connections Blank (compression joint)

Transparent cover 3,2mm solar glass 91,8% transmittance

Insulation Mineral wool 40mm thickness – 40 kg/m³ density



Solar Water Heater
EVO series

Solar Keymark certified collectors
Mounting sets of 0 and 30⁰

High aesthetic as maximum height of 1,2m
High efficiency

Technical Data

EVO168 EVO169 EVO208 EVO228 EVO230 EVO308

Tank model SV160 SV160 SV200 SV200 SV200 SV300

Dimensions (mm) Ø580X1055 Ø580X1055 Ø580X1324 Ø580X1324 Ø580X1324 Ø580X1765

Net capacity (l) 152 152 198 198 198 282

Exchanger surface (m²) 0.87 0.87 1.24 1.24 1.24 1.94

Exchanger volume (l) 8.5 8.5 12.0 12.0 12.0 18.8

Internal protection Enamel 350-550μm thickness

Corrosion protection 2 mg anode Ø20X400 both easy to be replaced

Insulation Injected PU foam - 50mm thickness – 42kg/m³ density

Solar collector ARIS2004 ARIS2504 ARIS2004 ARIS2504 ARIS2004 ARIS2004 

Dimensions (mm) 1040X2040X89 1240X2040X89 1040X2040X89 1240X2040X89 1040X2040X89 1040X2040X89

Gross area (m²) 2.12 2.53 2.12 2.53 2.12 2.12

Aperture area (m²) 1.92 2.31 1.92 2.31 1.92 1.92

Absorber area (m²) 1.91 2.30 1.91 2.30 1.91 1.91

Frame Extruded aluminum 1,3mm thickness – painted

Back plate Al-Zn sheet 0,5mm thickness

Absorber Al high selective ALANOD Mirotherm – 0,5mm thickness

Absorption (%) 95

Emission (%) 5

Manifolds (Ø mm) 22

Risers (Ø mm – Nr) Ø8 – 9pcs Ø8 – 11pcs Ø8 – 9pcs Ø8 – 11pcs Ø8 – 9pcs Ø8 – 9pcs

Connections Blank (compression joint)

Transparent cover 3,2mm solar glass 91,8% transmittance

Insulation Mineral wool 40mm thickness – 40 kg/m³ density



Solar Water Tank
SV series

Real enamel product
2 mg anodes for max protection

Electrical element standard
Extra heat exchanger optional

Technical Data

Model SV160 SV200 SV300

Dimensions (mm) Ø580X1050 Ø580X1250 Ø580X1700

Net capacity (l) 152 198 282

Exchanger surface (m²) 0.87 1.24 1.94

Exchanger volume (l) 8.5 12.0 18.8

Weight (kg) 72 88 110

Internal protection Enamel 350-550μm thickness

Corrosion protection 2 mg anode Ø20X400 both easy to be replaced

Insulation Injected PU foam - 50mm thickness – 42kg/m³ density

Internal material S300EK AM FCE – 3mm thickness

Internal caps S300EK AM FCE – 3.5mm thickness

Exchanger material S235JR – 1.5mm thickness

External material Granite® HDX – 0.5mm thickness

Backup heater (kW) 1.5 to 4.0 

Connections ¾ ‘’ female thread



Solar Collector
ARIS series

Solar Keymark certified
High durability

10 year warranty
High efficiency

Technical Data

Model ARIS2004 ARIS2304 ARIS2504

Dimensions (mm) 1040X2040X89 1140X2040X89 1240X2040X89

Gross area (m²) 2.12 2.32 2.52

Aperture area (m²) 1.92 2.11 2.30

Absorber area (m²) 1.91 2.10 2.28

Weight (kg) 42 43 45

Frame Extruded aluminum 1,3mm thickness – painted

Back plate Al-Zn sheet 0,5mm thickness

Absorber Al high selective ALANOD Mirotherm – 0,5mm thickness

Absorption (%) 95

Emission (%) 5

Manifolds (Ø mm) 22

Risers (Ø mm – Nr) Ø8 – 9pcs Ø8 – 10pcs Ø8 – 11pcs

Connections Blank (compression joint)

Transparent cover 3,2mm solar glass 91,8% transmittance

Insulation Mineral wool 40mm thickness – 40 kg/m³ density



Mounting options
A & EVO series

High stability
Mounting sets of 0-20-25-35⁰

Simplicity
Universal solutions

A series 20 degrees                 A series 25 degrees                    A series 35 degrees                 EVO series 30 degrees

A series with straps                                A series with hang bolts M12x350mm            EVO series with hang bolts 
M12x350mm 



Optional  Components
Accessories

Front protection cover
between solar tank and solar
collector.

Side covers, hiding and
protecting the connection
pipes between tank and
collector.

The galvanized metal parts of
the support base can be
painted in RAL7038 for
absolute aesthetic and
corrosion protection.

Distant parts to increase the
height of the tank in tile roof
installation with very low
inclination.

Electrical element from 1 to
4kW, single phase. Optional
3phase of 4 kW maximum.

TPR valve 6bar – 95 ⁰C for
extra protection against
overheating.

1-way valve with a ball,
specially designed for EVO
series. Maximum protection
against back flow effect.

Vessel for the solar circuit for
extra overheating protection,
ideal for EVO series.

Thermal fluid CLARIANT
Antifrogen SOL HT conc. The
absolute protection against
corrosion, overheating and
freezing.

Thermostat for operating the
electrical element.



World wide export network!!!!

SAMMLER B. Michalopoulos AEBE
Solar Systems Industry
18 Chiou str – 19300 –
Aspropyrgos Ind. Zone –
Athens – Greece
www.sammler.gr

World wide quality recognition!!!


